
DATE ISSUED:

DRAWING NUMBER:

HOT VENT PIPE FLASHING

4/2016

RT250-16

(DRAWING NOT TO SCALE)

TYPICAL RAM-TOUGH 250 DM
WATERPROOFING AND

ROOFING SYSTEMS


Between the World
and The Weather

Since 1928

1.800.647.0100

AutoCAD SHX Text
PRIMED CONCRETE DECK

AutoCAD SHX Text
PROTECTION COURSE SET IN RAM-TOUGH 250

AutoCAD SHX Text
INSULATION

AutoCAD SHX Text
APPROVED SURFACING (STONE, PAVERS, ETC.)

AutoCAD SHX Text
HOT PIPE

AutoCAD SHX Text
POLY-FELT 3.5 FILTER FABRIC

AutoCAD SHX Text
STRIP FLANGE WITH POLY-FELT 125 SET IN RT 250

AutoCAD SHX Text
HIGH TEMPERATURE SEALANT

AutoCAD SHX Text
.015 STAINLESS STEEL BONNET WITH SOLDER SEAM AND FLANGE TO ACCOMMODATE CLAMP

AutoCAD SHX Text
.015 STAINLESS STEEL FLASHING WITH 4" FLANGE

AutoCAD SHX Text
HIGH-TEMP FIBERGLASS INSULATION

AutoCAD SHX Text
ALLOW A MINIMUM OF 1 INCH BETWEEN THE HOT PIPE AND THE FLASHING

AutoCAD SHX Text
PRIME COATED METAL FLANGE AND SET IN RT 250

AutoCAD SHX Text
8" MIN

AutoCAD SHX Text
NOTE: ALL PIPES SHOULD BE A MINIMUM OF 12 INCHES AWAY FROM WALLS, CURBS AND OTHER PIPES.

AutoCAD SHX Text
RAM-TOUGH 250 DM MONOLITHIC MEMBRANE SYSTEM

AutoCAD SHX Text
RAM-TOUGH 250 (125 MILS) POLY-FELT 125VP REINFORCEMENT (2" SIDE LAP/6" END LAP) RAM-TOUGH 250 (90 MILS)




