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RT250-36A

(EXPANSION JOINT AT NON-CONTINUOUS WALL )
HOT OR COLD APPLIED FLASHING ASSEMBLY

WALL EXPANSION JOINT RAM-TOUGH 250 DM
WATERPROOFING AND

ROOFING SYSTEMS (DRAWING NOT TO SCALE)
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AutoCAD SHX Text
TERMINATION BAR FASTENED ON 8" O.C. AND TOP COATED WITH RAM MASTIC. STOP BAR SHORT OF THE EXPANSION JOINT

AutoCAD SHX Text
RAM 306 GRANULATED BASE FLASHING BACK COATED WITH AND SET IN RAM 250 OR RAM MASTIC. INSTALL SHEETS 36" WIDE 

AutoCAD SHX Text
RAM 125VP SET IN RAM 250 OR RAM MASTIC

AutoCAD SHX Text
RAM-TOUGH 250 DM WATERPROOFING MEMBRANE SPECIFIED PROTECTION COURSE RT250 BITUMEN - 125 MILS (MIN.)  POLY-FELT 125VP REINFORCEMENT (2" SIDE LAP/6" END LAP) RT250 BITUMEN - 90 MILS (MIN.) 

AutoCAD SHX Text
PRIMARY RT250 MEMBRANE OVERLAPS THE POLY-FELT 125VP AND THE RAM 306 CAP SHEET

AutoCAD SHX Text
STAINLESS STEEL FLASHING

AutoCAD SHX Text
PAVERS ON PEDESTALS

AutoCAD SHX Text
INSULATION

AutoCAD SHX Text
1-PLY RAM 327HDR FLASHING, LOOPED INTO JOINT 1-1/2 TIMES WIDTH OPENING WITH HORIZONTAL FLANGES SET IN RT250

AutoCAD SHX Text
PLACE CLOSED CELL ROD IN CAVITY

AutoCAD SHX Text
RAM 125VP SET IN RAM 250

AutoCAD SHX Text
SET SECOND SHEET OF RAM327HDR  IN RT250 FORMING A DAM AT WALL JOINT.  FOLD LOOP TO DAM THE BOTTOM AT DECK LEVEL. INSTALL VERTICAL TERMINATION BAR

AutoCAD SHX Text
NOTE: PROVIDE DRY OVERLAPS AT THE EXPANSION JOINT TO FORM SLIP PLANES IN THE RAM FLASH 306 SHEETS




