
SUBGRADE CONCRETE WALL 

INSTALL PIPE SLEEVE IN WALL 
EXTEND 4" MIN. BEYOND WALL 

INTERIOR 

PACK VOID BETWEEN PIPE AND 
PIPE SLEEVE WITH LINK SEAL 
BY PLUMBER 
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Between the World 
and The Weather 

Since 1928 

1.800.647.0100 

RAM-TOUGH 250 VM 
WATERPROOFING 

www. barrett roofs .com 

RAM-TOUGH 250 VERTICAL !RT 250, 90-125 MILS°J 
WALL MEMBRANE ASSEMBLY~AM 400 PS j 

WRAP PIPE WITH RAM 327 
NEOPRENE FLASHING SET IN 
RAM 250 
(SEE BARRETT INSTRUCTIONS FOR SPECIFIC 
INSTALLATION REQUIREMENTS} 

TOP COAT NEOPRENE FLASHING 
WITH RAM 250 FEATHERING OUT 
ONTO PIPE 

EXTERIOR 

COAT CLAMP WITH RAM 250 
FEATHERING OUT ONTO PIPE 

CLAMP END OF FLASHING 
SHEET USING STAINLESS STEEL 
DRAW CLAMP 

NOTE: DRAINAGE, PROTECTION, INSULATION 
AND OTHER COMPONENTS NOT 
SHOWN FOR CLARITY OF DETAIL 

BELOW GRADE VERTICAL WALL 
PIPE PENETRATION 

(DRAWING NOT TO SCALE) 
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