
STRIP PRIMED METAL FLANGE 
USING RAM-TOUGH 250 DM 
MEMBRANE 
USE RAM 306G IF 
PERMANENTLY EXPOSED 

I 
I 

OPTIONAL OVERBURDEN EDGE ANGLE 
~ REQUIRES DRAINAGE PORTS IF DECK 
~ IS NOT SLOPED TO INTERIOR DRAINS. 

~ - SET CURB FLANGE IN A SOLID BED 
;:::::========<1========:;;::=====:::::;,1=<'.'.\=====<1::=Ll===.=. =Ll==,1=======j==f7 ~ OF RAM MASTIC BEFORE ATTACHING 

<1 <1 \_ ~ .015 STAINLESS STEEL METAL EDGE 

PRIMED CONCRETE 
DECK 

RAM-TOUGH 250 DM MONOLITHIC MEMBRANE SYSTEM 

RT 250 BITUMEN - 125 MILS (MIN.) 
POLY-FELT 125VP REINFORCEMENT (2" SIDE LAP /6" END LAP) 
RT 250 BITUMEN - 90 MILS (MIN.) 

NOTE: 

OVERBURDEN NOT SHOWN FOR CLARITY. 
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RAM-TOUGH 250 DM 
WATERPROOFING AND 

ROOFING SYSTEMS 

( 4" FLANGE, VARIABLE FACIA) SET IN 
A SOLID BED OF RAM MASTIC AND 
FASTENED 6" O.C., IN STAGGERED 
PATTERN, WITH FASTENERS APPROVED 
FOR CONCRETE 

.018 STAINLESS STEEL HOOK-STRIP 
CLEAT 

DRAINAGE METAL EDGE 
(DRAWING NOT TO SCALE) 
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