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LIMITED WARRANTY:  Barrett warrants its Products to be free of defects in materials, but makes no warranty as to appearance or color. Since methods of application and 
on-site conditions are beyond our control and can affect performance, Barrett makes no other warranty, expressed or implied, including warranties of MERCHANTABILITY 
and FITNESS FOR A PARTICULAR PURPOSE, with respect to The Barrett Company, LLC. Barrett to replace or to refund the purchase price of the quantity of Barrett 
proven to be defective, and Barrett shall not be liable for any loss or damage.
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Description

RamShield® 60 is a 60 mil. thick (1.5 mm) self-adhering 
membrane for above and below-grade waterproofing. It 
features a woven polyethylene membrane coated on both 
sides with a uniquely engineered waterproofing blend. It 
provides a self-adhered waterproofing membrane in above 
and below grade applications.

Uses

RamShield® 60 can be used for a variety of above and 
below-grade waterproofing applications, including concrete 
foundation walls, foundation waterproofing, plaza decks, 
balconies, tunnels, parking decks, breezeways, and more. 

Features & Benefits
• Impermeable to air, moisture vapor, and water

• Excellent self adhesion to plywood, oriented strand 	
  board (OSB), concrete, metal, and like materials

• Flexible at low temperatures (-20˚F)

• Handles easily at low temperatures (-20˚F)

• Highly resistant to punctures and tears

RamShield® 60 
Heavy-Duty Self-Adhering Below-Grade Waterproofing Membrane

Benefits

Roll Size: 12’ x 67” or 36’ x 67”
Roll Width: 12’ or 36’
Thickness: 60 mil or 1.5 

Packaging

Description			   Measurement 			   Test Method
Properties

Thickness			   60 mil (1.5 mm)
Color				    White

Tensile Strength Membrane		  390 psi				    ASTM D412
Tensile Strength Film		  6,242 psi				    ASTM D882
Puncture Resistance		  331.8 lbs (1475.9N)			  ASTM E154
Water Vapor Permeation		  0.0152 perms			   ASTM E96
Moisture Absorption			  0.2%				    ASTM D570-81
Low Temperature Flexibilty		  Unaffected at -45ºF			  ASTM D1970
Hydrostatic Head			   210 ft				    ASTM D5385

Flame Spread			   Self-Extinguishing

12” Roll
Rolls/Carton = 2 rolls
Coverage =  200 sq. ft.

36” Roll
Rolls/Carton = 1 roll
Coverage =  200 sq. ft.

Coverage


